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QUESTION

ANSWER

1. Asphalt plateau on the west side — position 4 (15.4.)
Please specify the dimensions of the channel or
consider changing the measurement unit, given that the
current one is ml.

1. Position 15.4 reads: Procurement and installation of
concrete curbs

18/24 of MB40 on a concrete base

MB15 - the unit is a meter. - the position is precisely
defined.

2. Asphalt plateau on the west side — positions 6, 7
(15.6.;15.7.)

In the documentation, the unit of measure is m3, please
confirm the correct unit of measure. Is it m3 or is it
com?

2. Position 15.6 reads: Procurement and installation of
crushed stone

(paddy) of size 0/31.5 with module

compressibility 80Mpa d=30cm, with

by transporting crumbs - the unit of measure is m3 -
the position is precisely defined.

Position 15.7 reads: Procurement and installation of the
supporting layer of

BNS22 d=7cm - the unit of measure is m2 - the
position is precisely defined.

3. HTI inside the sanitary facility — position 13 (20.13.)
Please specify what is meant by the item procurement
and installation of a complete toilet.

3. Procurement and assembly of the complete

WC - position includes the purchase and installation of
a toilet bowl, a set, a bowl, a board, a cistern, a siphon
and other accompanying materials.

4. Green areas - positions 1,2 (23.1.;23.2.)

Please consider the unit of measurement from m3 to
m?2 with a quantity correction, or specify the required
thickness of the humus layer in the description of the
position.

4.23.1.; 23.2 If the position is given in m2, then it is
necessary to define the thickness. In this position it is
given in m3. Therefore, the calculation is based on
actual quantities. The position is correctly defined.

5. Can you provide us with the specification of the
materials for making the furniture, as well as their
drawings.

5. Univer plates. Furniture is defined by position.

6. What pipes are handrails made of?

6. Black steel pipes
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7. Is the fence galvanized or painted? If possible please | 7. It is being painted. - gate made of black pipes to be

provide us with gate and fence details with marked
materials.

painted.

8. What are the dimensions and colors of the behaton
cubes?

8. Procurement, transport and installation of vibro-
pressed two-layer concrete slabs with thickness d=8cm,

dimensions 50x20cm. The final layer of two-layer
plates is made of crushed granite in combination with
quartz sand, with a minimum thickness of 4 mm
according to standards. Color: graphite gray. The final
processing is carried out by shot blasting, whereby in
the production process the surface of the plate is
treated with steel balls under pressure in order to obtain
a finely structured granite surface. The panels have
beveled edges and factory-made spacers. Concrete
slabs for paving must comply with the SRPS EN 1339
standard. The slabs are laid in a layer of river or stone
aggregate with a grain size of 4-8mm in a layer 4cm
thick and grouted with quartz sand (0.3-1.2mm). The
color is gray
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